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CONSTRUCTION DETAILS

AN

\

an underground elsctrical (MD-SHA Type B-13) service. \
Install 27 . steel twin mast arm pole with a 50 ff. and a 60 . mast arms.
vehicle signal heads. signs. video camera. 15 ft. lumingire arms ond 250 wait
HPS itumingire {Note: one 3 in. PVC conduit bend).

Install 27 ft. steei mast arm pole with ¢ 70 ft. mast arm. vehicle signal heads.
signs, video cameras.id ft. lumingire arms ond 250 watt HPS luminaire

(Note: one 3 in. PVC conduit bend).

N
Install 27 ft. steel mast arm pole with a 38 f+. mast arm. vehicle signal heads
and signs (Note: one 3 in. PV{ conduit bend).

Install handhole.

Instal led as part of Pavement Marking Plan.

Install 2 in. polyviny! chioride [Schedule 80) eisctrical conduit - frenched.
Instali 3 in. polyvinyt chioride [Schedule 80] eiectrical conduit - frenched.
Install 4 in. polyviny! chlioride [Schedule 806] electrical conduit - trenched.

Install 4 in. polyviny! chioride [Schedule 80] elecirical conduit - slotted in roadway.

Install non-invasive probe (set of 3}.

Install 3 in. polyvinyl chioride {Scheduie 80 ] elecirical conduit - bored
undet roadway.

Install ground mounted sign as shown.

Instatl 24 in. wide pavement marking - white for stop line.

Proposed underground elfectrical service by SMECO.

Remove existing sign after installgtion of proposed traffic signal.

Install 2 in. polyvinyl chloride [Schedule 80] elecirical conduit for phone drop.

NOTES

1. Geometrics shall be confirmed prior to the instaligtion of signal equipment. All signal
equipment to be installed at final grade. _

2. Loop detectors and conduits shall be installed prior to the installation of pavement markings.

3. Pavement markings detailed are proposed and are to be installed by the Signal Contractor in
accordance with MD-SHA standards. All other pavement markings wili either be installed as part
of the County’s project o are to be considered as existing.

4. Al underground and overhead utiiities shown on these plans are schematic and are not
to be considered compiete. The Contractor shall be responsible for notifying ail utility companies
prior to construction so that all utitities may be located in the field. If the Contractor perceives
that a conflict between the utiiities and the traffic signal equipment will occur, the Contractor shall
notify the approprigte Project Engineer immediately.
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